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General

Anneng insulated conductors U12 are designed in accordance
with today’s international safety requirements.

The shroud which envelopes the various conductors is an exce-
llent insulator.

Thereforeour unipole insulated conductors guarantee utmost sa-
fety in operation.

Any number of conductors can be installed side by side at minm-
um space requirement.

Standard rail sections are 6 m long, shorter sections

are available.

The ground conductor is identified by international colour coding.
For obvious safety reasons phase and ground collectors are not
interchangeable.

Approved and listed by:CCC , CE and 1SO9001.

BOlted,snap-in and guarter turn type hangers are
available.Standard support distance for U 12 is 600 mm,in
curves 300 mm.

Snap-in joint splices provide mechanical end electrical
continuity.They include insulated protection covers.Expansion
joint sections are only required in case of expansion joints in the
monorail track.

Joint assembly and mid-rail assembly feeds are
available.Furthermore transfer guides and isolating assemblies
allow for spade connectors.

Transfer guides serve as an end protection of system runs and
accomplish amooth smooth collector transfer in case of
switches,drop sections etc.They can be supplied with or without
feed clip.

Conductor isolating assemblies are available for sectionalizing
control circuits,maintenance bays etc.They can be supplied with
or without feed clip.

U12 can be used for horizontal or vertical curves.A special curve
tool forindividual field preparation is avaliable.

The current collectors are made of reinforced polyamide and
stainless steelparts.These spring loaded units provide positive
contact with the conductor bars and have double pick-up
brushes.
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U12i8%/U12 Conductor
SMPERIFL AR EHE Engineering date of shroud
PRESMPEZE =mIPRE
standard shroud color green high temp.shroud
S S #/Electrical properties 30-40kv/mm 45kv/mm
#& 4 6. PH {&/Specific resistance 5 x 10" Ohm x cm 5 x10" Ohm x cm
= & fH{E/Surfance resistance 103 Ohm 10'5 Ohm
/e s 85, BH{E/Leakage resistance CTI600-1.1 CTI600-1.1
S L/Mechanical properties: 75N/mm?  £10% 95N/mm? +10%
25 i 38 B /Flexible strength.
i 1158 &/ Tensile strength 50N/mm? +10% 50N/mm? +10%
-30CE+55TC -30CE+110C

T {Ei&BE/Working Temperature
KK B3 /Flame test proof

L i /Resistance to chemicals:

YU, A, AR

gasoline,mineral oil,grease

o K IE R, B 18 /no flaming particles,self-extinguishing

SRELER IR Th 14 N AFTR R
25%F050%, #i ik £ 50%
Hydrochloric acid.concentr.

caustic soda solution 25% and 50%,
sulphuric acid to 50%

B Lk 4RE8/Conductor Code

U =8} 48 478 4 £ S/unipole insulated conductor

12 =5 B RT/shroud size

25 =5 4§ mF%/conductor cross sectional area(mm?)
/N2 %% 8] B5/Conductor spacing

HHEEMIE FH14mmBEMTEE

on compact hangers 14mm or variable.

{<E/Length

FREKE M o[ IREASENEE

6m is standard length,shorter lengths are available.
X 4R E)EE/Support spacing
H%F0.6m, L E0.3m.

for straight runs 0.6m,for curves 0.3m

EZFi/Application

SM&LEe/Curves RREAANMES K
e/ 2E42400mm.  min.R=0.4m indoor use only. See “Engineering date of shroud”
&2 /Type U12/25 | | &iB4PP2/High temperature shroud
B 2/Weight(kg/m) 0.267 = BB 484 Cat.-NO.phase 66831
FRAESMP R 42 f/Standard shroud,color green 7= SR, B4+ Cat.-NO.ground 66841
£ R GaLNO hes 66811°" | «jmipkmmEmkRE E(1,234.56miENEH).
7 e, B4 Cat.-NO.ground 66821 Fill-in last number(1,2,3,4,5,6 m suffix)in accordance to bars required.
TEHF RS H/Engineering date
BEES HEERmm? SheimEREERE mm BABREV ESRTEA F1RHOhm/km
Conductor rail Type Cross sectional area Leakage distanc of covers max.voltage Continuous ampere capacity Resistance
U12/25C** 25 30 600 100 0.745
U12/25F** 25 30 600 40 5415
U12/25** 25 30 600 10 31.56

** C=fA 54 copper conductor F=iE$%{f 5% galvanized E=F iS4 stainless stell conductor
Efl, ZMEASEEEFMEHU1225C (AIU12/25) | U12/25FFIU1225EF AR M EIRA5 T THERITM.

B2 1I1%EHE/Selection of Conductors
WEERGKIE: RERRAHNRREY

U12/25C R4 ATt BHmEdRES
U12/25F B ERS 4 AT LB MR

U12/25E F NS4 BT B RS TR &

in accordance to ampere load environmetal conditions
for power-,control-and data-transmission.

for non-corrosive environment.

for control and data-transmission in corrosive atmospheres
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404 B 3L £ B 88/Compact double collector

(W iz fT two

-away converying)
BT EE 5 14mma3i8 £ for conductor spacing of 14 mm

8 7 &/Ampacity: 1/ 8 #20A 1 Plug terminal 20 A

www.multibar.com.cn

7
2/ i 2x20A 2 Plug terminal 2 x 20 A E543
EHw#iswivel:+15mm | TAIF8/ift:+15mm 2,
BRI HiE#E S 53.5N contact pressure 3.5 N per brush
DL REBESUR T URERELMBAE.
ground at NO.4,other position on request.
B S/Type |BiR/poles | R<ta | R<fb | R~fc &&/weight(kg) [EEbaseplate |™#M33/CatNO.
JDS2/40-1 1 80 18 | - 0.165 |BHR(25Z85SHZ) 663201
JDS2/40-2 2 80 18 | - 0.245  BR(3SEESHE) 663202
JDS2/40-3 3 80 18 | - 0.325  BR(4SE8SHZ) 663203
JDS2/40-4 4 80 118 - 0405  BH(SEESHZ) 663204
JDS2/40-5 5 80 118 - 0.495  Bi(6EEBESHZ) 663205
JDS2/40-6 6 80 118 - 0.575 | B#(TEZ85H%) 663206
JDS2/40-7 7 80 118 53 0.735 BR(BSIIEDZ) 663207
JDS2/40-8 8 80 118 53 0.825 8% 663208
JDS2/40-9 9 80 146 53 0.925 10iE(10SfiEH%)| 663209
UDS2/40-10 10 80 146 53 1.005 104} 663210
JDS2/40-11 11 120 174 80 1.125 13} 663211
JDS2/40-12 12 120 174 80 1.205 124 663212
A& R S £ 38/Compact collector
AT 8 BE A 14mmpYyiE £; for conductor spacing of 14 mm
B 3% B/Ampacity: 188 #40A 1 Plug terminal 40A
EHEFE/swivel:x15mm L RAFE/ift:£15mm S
S8 RIRS R E A 3.5N contact pressure 3.5 N per brush
B RIFEEFEAR BT IR B R AR BAE.
ground at NO.4,other position on request.
RS /Type |[E#R/poles| R~ta | R+tb | R<fc {E&/weightlkg)| [EkEbase plate | = HK/CatNO.
JDS1-1 1 80 118 - 0.140 | B#(25%854%) 663101
JDS1-2 2 80 118 - 0.205 |Bf(3SEBS L) 663102
JDS1-3 3 80 118 - 0.270 Bif(4SEBS A=) 663103
JDS1-4 4 80 118 - 0.335 Bif(55EB85HZE) 663104
JDS1-5 5 80 118 - 0.425 Bif(6SEB5H=) 663105
JDS1-6 6 80 118 - 0.490 8if(75Z2854%) 663106
JDS1-7 7 80 118 53 0.625 Bif(8SluEAH%E) | 663107
JDS1-8 8 80 118 53 0.690 BiR | 663108
JDS1-9 9 80 146 53 0.786 10105 EAHZ) 663109
JDS1-10 10 80 146 53 0.850 104 663110
JDS1-11 11 120 174 80 0.955 1Mk 663111
JDS1-12 12 120 174 80 1.020 124} 663112

**JDSL- (hi&AT) M7~ SE4RHA663mnn, INKATRERE AT TFRHNE.
mFREERYS mBTAESHEAEK (1-12, FHBH21-32)
**JDSL- are used for [-beams,Fill-in last number (1-12) in accordance to bars required.

AER S L HEEREIDST,JDLY, IDS3fy ik R 548 S BN LB 35 JDS2/404H B A9
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*p= O ASRD 663100, kRS Y
¥ (1-12, 4RiEH01-12)

JDS3 Order-NO.:6631nn,nn are
means poles of collector.
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¥ Z2/Hangers

EREENSFETUBE MR LRRARE—L. RS EEE 14mmifor conductor spacing of 14 mm
Any number of conductors can be assembled by combining the _ R
compact hangers

: 24(3%3@1."3‘}55. (;QI-Track =240 m.m]

18.0%%..?.%' (;‘\.I;Tfac}.( ;18.6.mm) &

al 1411414 14‘14 14(14/14 |14 14‘14

N %Aﬂi%: 1 T 1 1 1 1 1 1 1 M5
4141414141414 O T —— -

‘M5 BEEFERIEARNE 180555
IR R AMOSEIRETE 2.,

55
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I?—ﬂ?ﬁﬁ(fﬂr [-.bll'-:am)

22058815 M (Al-Track =220 mm) L [ A O B R b 0 2 47 ] e =
o 124RB %, S
o Compact hanger with hardware forup
1414114!14141414‘1414 to 12 conductors 14141414 14/14 1414 14

M5 | Ms*7
M5 '
-__ 85 |
BS/Type = EE/weight(kg) | B#HE/poles F=RILHEL/Cat-NO. BS/Type | E8/weight(kg) | BR¥/poles = HE/Cat-NO.
U12ZJA8 0.041 8 664008 u12zJB2 0.029 2 664102
U12ZJA9 _ 0.042 9 _ 664009 u122JB8 0.063 8 _ 664108
U12ZJA10 | 0.055 10 _ 664010 U12ZJB10 0.075 9 _ 664110
U12ZJA11 0.059 11 664011 u12ZJ811 0.081 10 664111
U122JA12 0.075 12 664012 U12ZJB812 0.086 11 664112
$R&hE/Aluminium Track

RRIAX R FEUME TRA12RSE T EHARNRACENLHNE.

Compact hanger,self-locking,for up to 12conductors on special order to fit your monorail track.
REZENERARIRATHRANBHESES
snap-in & quarter turn type hangers for typical monorail track electrification

{:

U

\_J

= ) ;
1 (Al-Track =180 mm) 2205550 (Al-Track =220 mm) 5= %1 (Al-Track =240 mm)

F&acu{»fE 14mm for conductor spacing of 14 mm

T EE AR TP NAELTRBEAME. NERTRIE BTEREMERRAEHSRERENT
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3L /Joints

AT EERRFE HEIMESEN AR
system control expansion and contraction

D
_’_,...--- I".

\
1% 3L 4P 2/Shroud for joints

W B ST | = =N — S /RRPIRE N I i | P ¥ = 0O T fral KEm | | mea /Ta— s b= =5 — NS Py S Y | Y = O T Sread R



